
0.
5 

(1
2.

7m
m

)

CONFIDENTIAL:THIS DRAWING AND ITS
CONTENTS PROPERTY OF TIANJIN
TUOFA ELECTRIC POWER TECHNOLOGY
CO.,LTD. NO PUBLICATION,
DISTRIBUTION OR COPES MAY BE
MADE WITHOUT THE WRITTEN
CONSENT OF TIANJIN TUOFA ELECTRIC
POWER TECHNOLOGY CO.,LTD.
TIANJIN TUOFA ELECTRIC POWER
TECHNOLOGY CO.,LTD UNPUBLISHED
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TTF POWER TECHNOLOGY CO.

FOUNDATION, BOLLARD 2.375 IN OD X
36 IN LONG

CATALOG NUMBER : 03D1D2G
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)8" DIAMETER HELIX

1- 1/2" DIA.
CABLE/CONDUIT HOLE

(BOTH SIDES)
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2" NPS
PIPE

SEMI-CIRCULAR
OPENING FOR

WIRING/CONDUIT

4" DIA. -8" DIA.
VARIABLE BOLT
CIRCLE(4-SLOTS)

SLOTS FOR 1/2"
CARRIAGE BOLTS TYP

1/2-13UNC-2B
DRILLED AND
TAPPED (1-PLACE)

7 (177.8mm) SQUARE

NOTES:
1.FINISH: HOT DIP GALVANIZE PER ASTM
   A153(LATEST REVISION).
2.INCLUDES FOUR SQUARE NECK CARRIAGE BOLTS,
   1/2-13UNC 2-1/4" LONG, NUTS AND WASHERS.
3.INSTALATION TORQUE NOT TO EXCEED 2,500 FT-LB.


