
Line Post Insulator, 15 in Length
Catalog ID: 07H6Y4H

Line Post Insulator 
made by durable, high quality silocone polymer 
Length 15 in

PRODUCT DETAILS

General

Cantilever Bending Strength – Max. 2030 lb (920.79 kg)

Cantilever Bending Strength – Routine 1015 lb (460.4 kg)

Fitting – Ground End Aluminum Flat

Fitting – Live Line End Tear Drop Blade

Number of Sheds 60

Shed Style Uniform

Tensile Strength 15000 lb (6803.89 kg)

Dimensions

Angle 12

Diameter – Shed(s) 5.06 in (128.52 mm)

Length 15 in (381 mm)

Length – Effective 84.3 in (2141.22 mm)

Rod Diameter 2.5 in (63.5 mm)

Thickness – Housing > 3MM

Width 8.06 in (204.72 mm)

Electrical Ratings

Arc Distance – Dry 73.4 in (1864 mm)

Creep and Leakage Distance 189 in (4801 mm)

Critical Impulse Flashover (CIFO) – Negative 1250

Critical Impulse Flashover (CIFO) – Positive 1150

Flashover Voltage – 60 Hz Dry 740

Flashover Voltage – 60 Hz Wet 630

kV Class 230.00 kV
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