CATALOG NUMBER : 05B8O0V

ULT.
CATALOG CABLE DIA. BODY DIMENSIONS IN INCHES (mm) ANGLE NO. BODY

NUMBER FIG. U-BOLTS| STR.

MIN. MAX. A B C J K R LBS.

05B8OOV_1 | .18 (4.6) | .52(13.2) 1 4.063 (103.2) [4.750 (120.7)| .688 (17.5) | .375(9.5) [1.000 (25.4)| 1.250 (31.8) 90° 2 8000

05B8O0OV_2 | .25(6.4) | .57 (14.5) 1 5.500 (139.7) |5.313 (135.0)| .750 (19.1) |.500 (12.7)|1.000 (25.4)| 1.625 (41.3) 90° 2 10000

05B8O0V_3].46 (11.7)| .73 (18.5) 1 6.438 (163.5) |7.000 (177.8)| .781 (19.8) |.500 (12.7)|1.125 (28.2) | 3.250 (82.6) 85° 2 15000

D .625 ((I) ]5.9mm) 05B8O0V_4 | .52 (13.2) | .88 (22.4) 1 6.625 (168.3) |7.438 (188.9)|1.063 (27.0)|.500 (12.7) | 1.000 (25.4) [ 4.500 (114.3) | 70° 2 15000
05B8O0V_5 [.50 (12.7) [ 1(25.4) 1 9.875(250.8) [9.313 (236.6)[ 1.188 (30.2) | .500 (12.7) [ 1.250 (31.8) | 5.000 (127.0) | ~ 60° 2 18000
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2.5 (63.5mn})  NOTES:
A I.MATERIAL:
BODY & KEEPER - ALUMINUM ALLOY.
| CLEVIS FITTING U - BOLTS. NUTS & WASHER - GALV. STEEL.
CLEVIS PIN & CLEVIS BOLT - GALV. STEEL.
COTTER PIN - STAINLESS STEEL.
CLEVIS PR SOCKET FITTING - DUCTILE IRON, HOT DIP GALV.
2.END - FITTINGS MAY BE ORDERED BY SPECIFYING "C" (CLEVIS)
OR "S" (SOCKET) IN CAT. NO. , EX. "PG46S" FOR PG46 WITH SOCKET. THE
T =] SUFFIX "N" INDICATES.
(4 @ 3."BNK" SUFFIX CONSISTS OF A JAM NUT &
CLEVIS BOLT INSTEAD OF CLEVIS PIN.
4.ALL DIMENSIONS ARE FOR REFERENCE ONLY.

875 (22.2mm)

1

2.063 (52.4mm)

SOCKET FITTING

DRN BY: DATA

EllL 07/09/16 STRAIN
NOTE: 05B8O0V_1 AND 05B80O0V_3 a
HAVE STRAIGHT GROOVE CONFIDENTIAL:THIS DRAWING AND ITS CLAMP

CONTENTS PROPERTY OF TIANJIN
TUOFA ELECTRIC POWER TECHNOLOGY

CO..LTD. NO PUBLICATION,
DISTRIBUTION OR COPES MAY BE
MADE WITHOUT THE WRITTEN
CONSENT OF TIANJIN TUOFA ELECTRIC
POWER TECHNOLOGY CO.,.LTD.
TIANJIN TUOFA ELECTRIC POWER
TECHNOLOGY CO.,LTD UNPUBLISHED
J ALL RIGHTS RESERVED UNDER THE
COPYRIGHT LAWS.

Ni

J© TTF POWER TECHNOLOGY CO.

(




