
Quadrant Strain Clamp
Catalog ID: 05B5N5R

Quadrant Strain Clamp–overhead line connector

It is designed to secure conductors and ground wires with insulators or link fittings to
tower arms and substation structures.

Aluminum Alloy; Stainless Steel

PRODUCT DETAILS

General

Bolt Installation Torque (Recommended) 480 in-lbs

Material – Body Aluminum Alloy

Material – Hardware Galvanized Steel

Material – Keeper Aluminum Alloy

Material – Pin (Cotter) Stainless Steel

Product Category Bolted Deadend – Quadrant

Strength Rating – Ultimate Body 20000 lb

Style SD

Type Bolted Quadrant Deadend

U-Bolts 4 in (101.6 mm)

Dimensions

Clamping – Maximum 0.75 in (19.05 mm)

Clamping – Minimum 0.30 in (7.62 mm)

Clevis Opening 0.938 in (23.83 mm)

Diameter – Clevis Pin 0.625 in (15.88 mm)

Diameter – Eye Hole 1.25 in (31.75 mm)

Height 8.38 in (212.85 mm)

Length 10.25 in (260.35 mm)

Weight 4.7 lb (2.13 kg)

Electrical Ratings

Voltage Application Standard

Conductor Related

Clamping Range 0.30- 0.75
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Conductor Compatibility ACSR-Turkey-6-6/1;ACSR-Sparrow-2-6/1;ACSR-Robin-1-
6/1;ACSR-Raven-1/0-6/1;ACSR-Quail-2/0-6/1;ACSR-Pigeon-3/0-
6/1;ACSR-Waxwing-266.8-18/1;ACSR-Partridge-266.8-
26/7;ACSR-Ostrich-300-26/7;ACSR-Merlin-336.4-18/1;ACSR-
Linnet-336.4-26/7;ACSR-Oriole-336.4-30/7;ACSR-Chickadee-
397.5-18/1;ACSR-Brahma-203.2-16/19;AAC-Pansy-1-7;AAC-
Poppy-1/0-7;AAC-Aster-2/0-7;AAC-Phlox-3/0-7;AAC-Oxlip-4/0-
7;AAC-Valerian-250-19;AAC-Laurel-266.8-19;AAC-Daffodil-
350-19;AAC-Canna-397.5-19;AAAC 6201 Alloy-Ames-77.47-
6/18;AAAC 6201 Alloy-Azusa-123.3-6/18;AAAC 6201 Alloy-
Anaheim-155.4-6/18;AAAC 6201 Alloy-Amherst-195.7-
6/18;AAAC 6201 Alloy-Alliance-246.9-6/18
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