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ALUMIMUM BANDED TRANSFORMER
BRACKET

CATALOG NUMBER : 04D3E5P

09/07/17

CLUSTER MOUNT ASSEMBLIES

CATALOG
NUMBER

REFERENCE
FIGURE

NUMBER OF
TRANSFORMERS

SUPPORTED

"D" NOMINAL POLE
DIAMETER RANGE

"E" NOMINAL
MOUNTING DISTANCE

FROM POLE

04D3E5P_1 FIG. 1 1 7-3/4 TO 12-1/4 6"
04D3E5P_2 FIG. 1 1 7-3/4 TO 12-1/4 9"
04D3E5P_3 FIG. 2 2 7-3/4 TO 12-1/4 6"
04D3E5P_4 FIG. 2 2 7-3/4 TO 12-1/4 9"
04D3E5P_5 FIG. 3 3 7-3/4 TO 12-1/4 6"
04D3E5P_6 FIG. 3 3 7-3/4 TO 12-1/4 9"
04D3E5P_7 FIG. 3 3 7-3/4 TO 12-1/4 6" - 9" - 6"
04D3E5P_8 FIG. 4 3 7-3/4 TO 12-1/4 6"

04D3E5P_9 FIG. 1 1 6-1/2 TO 11-1/2 6"
04D3E5P_10 FIG. 1 1 6-1/2 TO 11-1/2 9"
04D3E5P_11 FIG. 2 2 6-1/2 TO 11-1/2 6"
04D3E5P_12 FIG. 2 2 6-1/2 TO 11-1/2 9"
04D3E5P_13 FIG. 3 3 6-1/2 TO 11-1/2 6"
04D3E5P_14 FIG. 3 3 6-1/2 TO 11-1/2 9"
04D3E5P_15 FIG. 3 3 6-1/2 TO 11-1/2 6" - 9" - 6"
04D3E5P_16 FIG. 4 3 6-1/2 TO 11-1/2 6"

04D3E5P_17 FIG. 1 1 9-1/2 TO 14 6"
04D3E5P_18 FIG. 1 1 9-1/2 TO 14 9"
04D3E5P_19 FIG. 2 2 9-1/2 TO 14 6"
04D3E5P_20 FIG. 2 2 9-1/2 TO 14 9"
04D3E5P_21 FIG. 3 3 9-1/2 TO 14 6"
04D3E5P_22 FIG. 3 3 9-1/2 TO 14 9"
04D3E5P_23 FIG. 3 3 9-1/2 TO 14 6" - 9" - 6"
04D3E5P_24 FIG. 4 3 9-1/2 TO 14 6"
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(SEE NOTE-4)

5.3 (134.6mm)

3
4" DOUBLE ARMING BOLT
WITH NUTS & WASHERS

MIDDLE
ADJUSTMENT
SHOWN

NOTES:
1.ALL BRACKET MATERIAL IS ALUMINUM. BOLTS, NUTS AND WASHER ARE
   GALVANIZED STEEL.
2.ONE STAINLESS STEEL GROUNDING LUG ID ASSEMBLED TO EACH CLUSTER MOUNT.
   THIS CAN BE RELOCATED AS DESIRED FOR EASY ATTACHMENT OF THE GROUND WIRE.
3.EACH CLUSTER MOUNT INCLUDES DETAILED INSTALLATION INSTRUCTIONS AND A
   POLE MEASURING TAPE WHICH AIDS CONVENIENT "ON THE GROUND" ADJUSTMENT
   (IF NECESSARY) BEFORE HANGING ON THE POLE.
4.EXTENSION PLATES CAN BE USED WITH ANY OF THE LISTED CLUSTER MOUNT
   ASSEMBLIES TO INCREASE THE POLE DIAMETER RANGE BY
   APPROXIMATELY FIVE INCHES.
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