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NOTES:
1.MATERIAL: CASTINGS - 356-T6 ALUMINUM ALLOY
                          STRAPS - 1100-0 ALUMINUM ALLOY
2.FOR "EHIPS" (SCHEDULE 80) APPLICATION ADD "H" TO CATALOG NUMBER
3.TO OBTAIN TONGUE FINISH ON BOTH SIDES ADD "XY" TO CATALOG NUMBER
4.MAXIMUM BUS LENGTH IS 140FT
5.DIMENSIONS IN INCHES

CATALOG
NUMBER

IPS
SIZE

FIG.
NO.

A B C D K L T W

01B9C8N_1C 1.500 1 3.125 11.000 4.625 5.000 0.625 13.125 0.500 3.000
01B9C8N_2B2 2.000 2 3.125 11.000 4.500 5.000 0.625 13.000 0.500 2.000
01B9C8N_3C 2.000 1 3.125 11.000 4.500 5.000 0.625 13.000 0.500 3.000
01B9C8N_4D 2.000 1 4.125 11.000 4.500 6.000 1.125 14.000 0.375 4.000
01B9C8N_5C 2.500 1 3.125 11.500 4.625 5.000 0.625 14.125 0.625 3.000
01B9C8N_6D 2.500 1 4.125 11.500 4.625 6.000 1.125 14.125 0.500 4.000
01B9C8N_7B2 3.000 2 3.125 12.875 4.875 5.000 0.625 13.375 0.750 2.000
01B9C8N_8C 3.000 1 3.125 12.875 4.875 5.000 0.625 13.375 0.750 3.000
01B9C8N_9D 3.000 1 4.125 12.875 4.875 6.000 1.125 14.375 0.625 4.000
01B9C8N_10C 3.500 1 3.125 12.875 4.875 5.000 0.625 13.375 0.750 3.000
01B9C8N_11D 3.500 1 4.125 13.000 4.625 6.000 1.125 14.125 0.750 4.000
01B9C8N_12B2 4.000 2 3.125 14.000 4.875 5.000 0.625 13.375 0.875 2.000
01B9C8N_13C 4.000 1 3.125 14.000 4.875 5.000 0.625 13.375 0.875 3.000
01B9C8N_14D 4.000 1 4.125 14.000 4.875 6.000 1.125 14.375 0.875 4.000
01B9C8N_15D 5.000 1 4.125 15.500 5.125 6.000 1.125 14.750 1.000 4.000
01B9C8N_16D 6.000 1 4.125 17.500 5.375 6.000 1.125 15.000 1.000 4.000


